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 MESSWANDLER   WICKELGÜTER

All dimensions are in mm

Ordering 
Part Number

Current [A] Burden [VA]

IP IS

L01-8040 200 5 5
L01-8041 250 5 5
L01-8042 300 5 5
L01-8043 400 5 5
L01-8044 500 5 5
L01-8045 600 5 5
L01-8046 700 5 5
L01-8047 750 5 5
L01-8048 750 5 10
L01-8049 800 5 5
L01-8050 800 5 10

CURRENT TRANSFORMER FOR INDUSTRY APPLICATION

FEATURES

• Provided with busbar window 
• Provided with mounting clamps and screws 
• Optional with DIN Rail mounting clip 
• Safety locks for secondary terminals 
• Performs according to IEC 61869-2 (revised IEC 60044-1) standards 
• Fully RoHS compliant 
• Place of manufacture is certified according to  
   ISO 9001:2008 / ISO 14001:2004  
• More details on request or in the single data sheets

ELECTRICAL SPECIFICATION

Maximum operating voltage (Um)   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .0 .72 kV 
Nominal frequency (f )    .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .50/60 Hz 
Temperature class  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . E   
Secondary nominal current   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .5A / 1A 
Thermal nominal short circuit current (lth)   .  .  .  .  .  .  . 60 x lN (1 sec)        
Primary - Secondary insulation  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .3 kV                                                  
Rated surge current (ldyn)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 2 .5 x lth(1 sec) 
Over current limiting factor  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .FS 5 
Ambient temperature .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   .   . ≤ 40 °C 
Accuracy class (other accurancy classes on request)  .  .  .  .  .  .  .  .  .  .  .  .  .  . 1

SERIES   804X / 805X

Bus conductor   .   .   .   .   .   .   .   .   .   .   .   . 40 x 40 mm 
Round conductor   .   .   .   .   .   .   .   .   .   .   .   .ø 40 mm Types with other parameters are available upon request
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